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Profound anti-galre, full-scale dimming, 
variant optical components
to enliven every piece of history

Triod optical system
Higher light efficiency, better lighting effects.

Collimated Light Technology

Specifications and

data

akzu.com

Museum Quality Light. 

Project: National Museum of China
Location: Dongcheng District, Beijing, China
Project Year: 2020
Lighting Equipment: Tracron Q5

Visit akzu.com for the latest product information.
For detailed product specifications and museum lighting design,
please send your kind inquiry to info@akzu.com
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Tracron Q5 museum tracklight 

enliven every piece of history.
akzu.com akzu.com



With the special arching 
and compact designed 
bracket, Tracron Q5 
museum track light is 
more stable for regular 
position adjusting and 

more durable for long time  
using.

 
1 SDCM

2 SDCM

3 SDCM

With clip-on structure, an 
optical components set 
can be assembled to 
AKZU's first round-
deisgned luminaire head 

consecutive, so as to 
enrich the lighiting control 
method with eight light 
types of lenses, namely 
6°, 9°, 12°, 15°/16°, 26°, 
47°, 54°x24°, 24°x54° & 
wallwash, and filters, anti-
glare slides.

Precisely designed Triod 
optical system can 
collimate the LED lights, 
distribute with diffusion 
lens, accurately control the 
light distribution, lessen 
the spill light, well 

Equipped with built-in 
dimming function, Tracron 
Q5 track lights realize 
0-100% linear and smooth 
dimming, ensuring flexible 
control on the brightness 

according to different 
lighting requirements for 
various exhibition 
materials and design 
purposes.

With high uniformity light 
quality and Color 
Rendering Index, SDCM 2 
step MacAdam, Tracron Q5 
track lights bring out pure, 
smooth, saturated, 

comfortable and 
penetrating light, and 
revivify the original colors 
faithfully, revealing more 
details of precious 
antiques and arts.

The creative and optimized 
Triod optical system makes 
a breakthrough on 
traditional mode for LED 
light distribution, making 
full use of every beam of 
LED, effectively reduce the 

dispersive light and realize 
the most optimized 
lighting effect with the 
least luminaires.

distribute the illuminance 
and smooth the light type 
edge.

Consistent with AKZU 
Tracron series feature of 
flexible planning, rotation 
through 360° horizontally 
and 270° tilt, it can light 

either downwards or 
upwards to cater for light 
plan of different space.

360°

270°

AKZU's patented DAO lens, 
equaling to the precise 
optical lens, can collect 
almost all of the LED light, 
accurately collimate the 
beams to parallel 
directions, and significantly 

increase the light utilization 
rate and the possibility to 
control the light to various 
beam angles.
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Tracron Q5 is AKZU's first round-shaped museum tracklight to 
make itself a great option of museums and galleries for 
accent lighting and display lighting. With clip-on structure, 
an optical components set can be assembled to the round-
deisgned luminaire head jointly, so as to enrich the lighiting 
control with eight light types of lenses, filters and anti-glare 
slides. Compacted constant torsion hinge bracket, rotation 
through 360° horizontally and 270° tilt , it can light either 
downwards or upwards to gift more flexibility and 
convinience for museum and gallery exhibition planning.

Wattage: 6W, 12W, 14W, 18W, 20W, 24W, 28W, 40W
LED module: high-power LEDs on metal-core PCB, collimating 
Trio, Viva lens, LED life span over 50000 hours.
Beam angle: Spot 6°, 9°, 12°, 15°/16°, Flood 26°, 47°, 
54°x24°, 24°x54° and Wallwash.
Color temperature: 3000K, 3500K, 4000K, optional 2700K, 
5000K, and etc.
Color rendering index: CRI 95
Luminous flux: 340lm~3420lm
SDCM: 2 step MacAdam
Rotation & tilt : 0°-270° tilt , bracket rotatable through 360°.
Adapter: 3-circuit .
Control mode: DALI, with dimmer, Phase-cut dimming, 
Bluetooth dimming, and etc.
Brightness control range: 0-100%.
Interchangeable principal lens: for narrow spot light types, 
Q5 mini between 6° and 9° , Q5/Q5 plus between 6° and 
12°, or among Spot 15°/16°, 26°, 47°, 54°x24°, 24°x54° 
and Wallwash.
Color: white, black , customization optional
Housing and bracket: cast aluminium, powder-coated, new 
PC + glass fiber, front cover

High CRI

Triod optical system

Multiple light types

Interchangeable principal lens

2 step MacAdam

No Flicker

Different housing colors

With dimmer

DALI

360°x270° rotation

Anti-glare slides (Optional)

Barn doors (Optional)

Filters (Optional)

 akzu.com



CE/CCC

360°/270°

220-240V~ 50/60Hz

IP20

0.65Kg

DALI

With dimmer

6W 12W

T6K T12L

 6° Spot D 9° Spot N 12° Spot 6° Spot D

√

3000K 4000K

340lm 380lm

95/90 95/80

3000K 4000K

95/90 95/80

√

3500K

360lm

95/85

3500K

860lm

95/85

920lm

√ √ √ √ √ √ √ √ √ √

30°

60° 60°

20000cd
30°

E(lx)D(m)H(m)

15007
3752
1667
938
600

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5

E(lx)D(m)H(m)

16758
4189
1862
1047
670

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5

E(lx)D(m)H(m)

4833
1208
537
302
193

0.16
0.32
0.48
0.64
0.80

1
2
3
4
5

E(lx)D(m)H(m)

5400
1350
600
338
216

0.16
0.32
0.48
0.64
0.80

1
2
3
4
5

30°

60° 60°

6000cd
30°30°

60° 60°

20000cd
30° 30°

60° 60°

6000cd
30°

125mm86mm

12
8m

m

94
m

m

3000K 4000K

340lm 380lm

95/90 95/80

3500K

360lm

95/85

E(lx)D(m)H(m)

15890
3937
1765
993
635

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5

30°

60° 60°

20000cd
30°

E(lx)D(m)H(m)

5117
1279
569
320
204

0.16
0.32
0.48
0.64
0.80

1
2
3
4
5

30°

60° 60°

6000cd
30°

E(lx)D(m)H(m)

8721
2180
969
545
349

0.21
0.41
0.62
0.83
1.03

1
2
3
4
5

E(lx)D(m)H(m)

9784
2446
1087
612
391

0.21
0.41
0.62
0.83
1.03

1
2
3
4
5

30°

60° 60°

12000cd
30° 30°

60° 60°

12000cd
30°

149mm

12
4m

m

80mm

18
8m

m

820lm

3000K 4000K

95/90 95/80

3500K

860lm

95/85

920lm820lm

360°/270°

220-240V~ 50/60Hz

IP20

0.90Kg

E(lx)D(m)H(m)

9146
2286
1016
572
366

0.21
0.41
0.62
0.83
1.03

1
2
3
4
5

30°

60° 60°

12000cd
30°
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1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K, 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3. Light type conversion can be realized between Direct Spot 6° and Narrow Spot 9° or Spot 12°.
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Direct spot Narrow spot Direct spot Spot

akzu.com akzu.com

30°

60° 60°

40000cd
30°30°

60° 60°

40000cd
30°

E(lx)D(m)H(m)

29985
7496
3332
1874
1199

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5

30°

60° 60°

40000cd
30°

E(lx)D(m)H(m)

28862
7166
3185
1791
1146

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5

E(lx)D(m)H(m)

32036
8009
3560
2002
1281

0.10
0.21
0.31
0.42
0.52

1
2
3
4
5



3000K 4000K

1020lm 1140lm

30°

60° 60°

10000cd
30°

E(lx)D(m)H(m)

7022
1755
780
439
281

0.28
0.56
0.84
1.12
1.41

1
2
3
4
5

30°

60° 60°

10000cd
30°

E(lx)D(m)H(m)

7848
1962
872
490
314

0.28
0.56
0.84
1.12
1.41

1
2
3
4
5

30°

60° 60°

 5000cd
30°

E(lx)D(m)H(m)

3637
909
404
227
145

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

30°

60° 60°

 5000cd
30°

E(lx)D(m)H(m)

4059
1015
451
254
162

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

30°

60° 60°

 1500cd
30°

E(lx)D(m)H(m)

1094
274
122
68
44

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

30°

60° 60°

 1500cd
30°

E(lx)D(m)H(m)

1223
305
135
76
49

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

30°

60° 60°

 2500cd
30°

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

2028
507
225
127
81

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

30°

60° 60°

 2500cd
30°

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

2269
567
252
142
91

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

30°

60° 60°

4000cd
30° 30°

60° 60°

4000cd
30°

95/90 95/80

√

360°/270°

220-240V~ 50/60Hz

IP20

0.65Kg

14W

Wallwash

T14L

16° Spot 26° Flood 47° Flood B  54°x24° Flood H/24°x54° Flood V

√ √ √ √ √ √ √ √ √ √ √ √ √ √

3500K

1080lm

95/85

3000K 4000K

1020lm 1140lm

95/90 95/80

3500K

1080lm

95/85

3000K 4000K

1020lm 1140lm

95/90 95/80

3500K

1080lm

95/85

3000K 4000K

1020lm 1140lm

95/90 95/80

3500K

1080lm

95/85

3000K 4000K

1020lm 1140lm

95/90 95/80

3500K

1080lm

95/85

E(lx)D(m)H(m)

7435
1858
826
465
298

0.28
0.56
0.84
1.12
1.41

1
2
3
4
5

30°

60° 60°

10000cd
30°

E(lx)D(m)H(m)

3851
962
428
240
154

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

30°

60° 60°

 5000cd
30°

E(lx)D(m)H(m)

1158
290
129
72
47

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

30°

60° 60°

 1500cd
30°

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

2147
537
238
134
86

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

30°

60° 60°

 2500cd
30° 30°

60° 60°

4000cd
30°
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125mm86mm

12
8m

m

94
m

m

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3.  Spot 15°, Flood 26°, Flood 47°, 54°x24°, 24°x54° and Wallwash.Light type conversion can be realized among
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

CE/CCC

DALI

With dimmer

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Spot Flood Oval flood WallwashBroad flood

akzu.com akzu.com
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3000K

1530lm

95/90

4000K

1710lm

95/80

E(lx)D(m)H(m)

13967
3492
1552
873
559

0.26
0.52
0.78
1.04
1.30

1
2
3
4
5

30°

60° 60°

21000cd
30°

E(lx)D(m)H(m)

5456
1364
606
341
218

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

E(lx)D(m)H(m)

6098
1524
678
381
244

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

30°

60° 60°

 7500cd
30° 30°

60° 60°

 7500cd
30°

E(lx)D(m)H(m)

1641
410
182
103
66

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

E(lx)D(m)H(m)

1820
455
202
114
73

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

30°

60° 60°

 2250cd
30° 30°

60° 60°

  2250cd
30°

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

3042
761
338
190
122

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

3404
851
378
213
136

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

30°

60° 60°

3250cd
30° 30°

60° 60°

3250cd
30° 30°

60° 60°

6000cd
30° 30°

60° 60°

6000cd
30°

E(lx)D(m)H(m)

12573
3143
1397
786
503

0.26
0.52
0.78
1.04
1.30

1
2
3
4
5

30°

60° 60°

21000cd
30°

√

360°/270°

220-240V~ 50/60Hz

IP20

0.90Kg

20W

Wallwash

T20M

15° Spot 26° Flood 47° Flood B  54°x24° Flood H/24°x54° Flood V

149mm

12
4m

m

80mm

18
8m

m

3500K

1620m

95/85

√ √ √ √ √ √ √ √ √ √ √ √ √ √

3000K

1530lm

95/90

4000K

1710lm

95/80

3500K

1620m

95/85

3000K

1530lm

95/90

4000K

1710lm

95/80

3500K

1620m

95/85

3000K

1530lm

95/90

4000K

1710lm

95/80

3500K

1620m

95/85

3000K

1530lm

95/90

4000K

1710lm

95/80

3500K

1620m

95/85

E(lx)D(m)H(m)

13313
3328
1479
832
533

0.26
0.52
0.78
1.04
1.30

1
2
3
4
5

30°

60° 60°

21000cd
30°

E(lx)D(m)H(m)

5777
1444
642
361
231

0.46
0.92
1.39
1.85
2.31

1
2
3
4
5

30°

60° 60°

 7500cd
30°

E(lx)D(m)H(m)

1738
434
193
109
70

0.91
1.81
2.72
3.63
4.54

1
2
3
4
5

30°

60° 60°

 2250cd
30°

E(lx)D(m)H(m)

C0
0.98
1.95
2.93
3.90
4.88

3221
806
358
201
129

C90
0.43
0.85
1.28
1.70
2.13

1
2
3
4
5

30°

60° 60°

3250cd
30° 30°

60° 60°

6000cd
30°

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K, 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3.  Spot 15°, Flood 26°, Flood 47°, 54°x24°, 24°x54° and Wallwash.Light type conversion can be realized among
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

CE/CCC

DALI

With dimmer

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Spot Flood Oval flood WallwashBroad flood

akzu.com akzu.com
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√

360°/270°

220-240V~ 50/60Hz

IP20

0.90Kg

28W

Wallwash

TS28L

16° Spot 26° Flood 47° Flood B  54°x24° Flood H/24°x54° Flood V

3000K 4000K

2040lm 2280lm

95/90 95/80

149mm

12
4m

m

80mm

18
8m

m

3500K

2160m

95/85

3000K 4000K

2040lm 2280lm

95/90 95/80

3500K

2160m

95/85

3000K 4000K

2040lm 2280lm

95/90 95/80

3500K

2160m

95/85

3000K 4000K

2040lm 2280lm

95/90 95/80

3500K

2160m

95/85

3000K 4000K

2040lm 2280lm

95/90 95/80

3500K

2160m

95/85

E(lx)D(m)H(m)

C0
1.92
3.90
5.85
7.80
9.75

1135
284
126
71
45

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

E(lx)D(m)H(m)

C0
1.95
3.90
5.85
7.80
9.75

1014
253
113
63
41

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

E(lx)D(m)H(m)

607
152
67
38
24

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

E(lx)D(m)H(m)

543
135
60
34
22

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

E(lx)D(m)H(m)

2029
507
225
127
81

0.92
1.85

2.77
3.69
4.62

2
4
6
8
10

E(lx)D(m)H(m)

1832
458
204
114
73

0.92
1.85
2.77
3.69
4.62

2
4
6
8
10

E(lx)D(m)H(m)

3924
981
436
245
157

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

E(lx)D(m)H(m)

3511
878
390
219
140

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

30°

60° 60°

 8000cd
30°30°

60° 60°

 5000cd
30°30°

60° 60°

5000cd
30°30°

60° 60°

 3000cd
30°30°

60° 60°

3000cd
30°30°

60° 60°

 10000cd
30°30°

60° 60°

10000cd
30°30°

60° 60°

20000cd
30°30°

60° 60°

20000cd
30° 30°

60° 60°

 8000cd
30°

E(lx)D(m)H(m)

3718
930
413
232
148

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

30°

60° 60°

20000cd
30°

E(lx)D(m)H(m)

1940
485
216
121
77

0.92
1.85
2.77
3.69
4.62

2
4
6
8
10

30°

60° 60°

10000cd
30°

E(lx)D(m)H(m)

575
143
64
36
23

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

30°

60° 60°

3000cd
30°

E(lx)D(m)H(m)

C0
1.95
3.90
5.85
7.80
9.75

1074
268
120
67
43

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

30°

60° 60°

5000cd
30° 30°

60° 60°

 8000cd
30°

√ √ √ √ √ √ √ √ √ √ √ √ √ √

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K, 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3.  Spot 15°, Flood 26°, Flood 47°, 54°x24°, 24°x54° and Wallwash.Light type conversion can be realized among
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

CE/CCC

DALI

With dimmer

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Spot Flood Oval flood WallwashBroad flood

akzu.com akzu.com
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360°/270°

220-240V~ 50/60Hz

IP20

1.60Kg

18W 24W

T18C T24G

 6° Spot D 12° Spot  6° Spot D

163mm

15
6m

m

123mm

20
2m

m

√

3000K 4000K

1230lm 1380lm

E(lx)D(m)H(m)

3807
1692
952
609
423

0.42
0.63
0.84
1.05
1.26

4
6
8
10
12

30°

60° 60°

75000cd
30°

E(lx)D(m)H(m)

3393
1508
848
543
377

0.42
0.63
0.84
1.05
1.26

4
6
8
10
12

30°

60° 60°

75000cd
30° 30°

60° 60°

18000cd
30°30°

60° 60°

18000cd
30°

E(lx)D(m)H(m)

3270
818
363
204
131

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

E(lx)D(m)H(m)

3656
914
406
229
146

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

95/90 95/80

3000K 4000K

1640lm 1840lm

95/90 95/80

30°

60° 60°

27000cd
30°

E(lx)D(m)H(m)

4360
1089
484
272
174

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

30°

60° 60°

27000cd
30°

E(lx)D(m)H(m)

4892
1223
548
305
195

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

E(lx)D(m)H(m)

18096
4524
2010
1132
724

0.21
0.42
0.63
0.84
0.95

2
4
6
8
10

30°

60° 60°

100000cd
30°

√

E(lx)D(m)H(m)

20304
4716
2256
1268
812

0.21
0.42
0.63
0.84
0.95

2
4
6
8
10

30°

60° 60°

100000cd
30°

3500K

1290lm

95/85

3000K 4000K

1230lm 1380lm

95/90 95/80

3500K

1290lm

95/85

3500K

1720lm

95/85

3000K 4000K

1640lm 1840lm

95/90 95/80

3500K

1720lm

95/85

E(lx)D(m)H(m)

3559
1582
889
569
395

0.42
0.63
0.84
1.05
1.26

4
6
8
10
12

30°

60° 60°

75000cd
30°

E(lx)D(m)H(m)

3430
858
381
214
137

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

30°

60° 60°

18000cd
30°

E(lx)D(m)H(m)

18979
4745
2108
1187
759

0.21
0.42
0.63
0.84
0.95

2
4
6
8
10

30°

60° 60°

100000cd
30°

E(lx)D(m)H(m)

4573
1142
508
285
182

0.41
0.83
1.24
1.65
2.07

2
4
6
8
10

30°

60° 60°

27000cd
30°

√ √ √ √ √ √ √ √ √ √

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K, 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3. Light type conversion can be realized between Direct Spot 6° and Narrow Spot 12°.
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

CE/CCC

DALI

With dimmer

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Direct spot Spot Direct spot

12° Spot

Spot

akzu.com akzu.com
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360°/270°

220-240V~ 50/60Hz

IP20

1.60Kg

40W

Wallwash

TS40K

16° Spot 26° Flood 47° Flood B  54°x24° Flood H/24°x54° Flood V

√

3000K 4000K

3240lm3060lm

30°

60° 60°

12000cd
30°30°

60° 60°

7500cd
30°30°

60° 60°

7500cd
30°

E(lx)D(m)H(m)

C0
1.95
3.90
5.85
7.80
9.75

1702
425
189
106
68

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

E(lx)D(m)H(m)

C0
1.95
3.90
5.85
7.80
9.75

1521
380
169
95
61

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

30°

60° 60°

 4500cd
30°

E(lx)D(m)H(m)

910
228
101
57
36

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

E(lx)D(m)H(m)

815
204
91
51
33

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

30°

60° 60°

4500cd
30°

E(lx)D(m)H(m)

3047
762
339
190
122

0.92
1.85
2.77
3.69
4.62

2
4
6
8
10

30°

60° 60°

 15000cd
30°

E(lx)D(m)H(m)

2725
681
303
170
109

0.92
1.85
2.77
3.69
4.62

2
4
6
8
10

30°

60° 60°

 15000cd
30°

E(lx)D(m)H(m)

5886
1472
654
368
235

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

30°

60° 60°

30000cd
30°30°

60° 60°

30000cd
30°

E(lx)D(m)H(m)

5267
1317
585
329
211

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

30°

60° 60°

12000cd
30°

95/90 95/80

3500K

95/85

3420lm

E(lx)D(m)H(m)

5577
1394
619
348
223

0.56
1.12
1.69
2.25
2.81

2
4
6
8
10

30°

60° 60°

30000cd
30°

3000K 3000K 3000K4000K 4000K 4000K

3240lm 3240lm 3240lm3060lm 3060lm 3060lm

95/90 95/90 95/9095/80 95/80 95/80

3500K 3500K 3500K

95/85 95/85 95/85

3420lm 3420lm 3420lm

3000K 4000K

3240lm3060lm

95/90 95/80

3500K

95/85

3420lm

E(lx)D(m)H(m)

2885
721
321
180
115

0.92
1.85
2.77
3.69
4.62

2
4
6
8
10

30°

60° 60°

 15000cd
30°

E(lx)D(m)H(m)

863
216
96
54
35

1.81
3.63
5.44
7.26
9.07

2
4
6
8
10

30°

60° 60°

4500cd
30°

E(lx)D(m)H(m)

C0
1.95
3.90
5.85
7.80
9.75

1610
402
179
101
65

C90
0.85
1.70
2.55
3.40
4.25

2
4
6
8
10

30°

60° 60°

7500cd
30°

√ √ √ √ √ √ √ √ √ √ √ √ √ √

30°

60° 60°

12000cd
30°

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√

2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM 2 SDCM

1. Besides the standard 3000K, 3500K, 4000K, other specification is also optional, like 2700K, 5000K, and etc.
2. The listed luminous flux data is standard specification, higher luminous flux can be customized upon request.
3.  Spot 15°, Flood 26°, Flood 47°, 54°x24°, 24°x54° and Wallwash.Light type conversion can be realized among
4. Control mode can be customized as phase-cut dimming, bluetooth dimming, and etc.
5. All data, images, and specifications are typical and for reference only, and may be changed due to product improvement without prior notice.
6. For more information, please visit us at akzu.com.

CE/CCC

DALI

With dimmer

Tracklights

Beam angle

Wattage

Model

Light type

1Color temperature

2Luminous flux

CRI(Ra/R9)

3Lighting distribution data

Replaceable principal lens4

5Control mode

Quality

5-year warranty

Protection degree

Voltage

Rotation & tilt

Dimension 

Weight

Article code

White

Black

Note

SDCM

Light type chart

Spot Flood Oval flood WallwashBroad flood

163mm

15
6m

m

123mm

20
2m

m

akzu.com akzu.com
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Spot D
107072.101  White
107072.201  Black

Spot N

107072.208  Black

Spot

107072.202  Black

Flood

107072.203  Black

Flood B

107072.204  Black

Flood V

107072.206  Black

Wallwash
107072.107  White
107072.207  Black

Flood H

107072.205  Black

Anti-glare slides
White181032.001 
Black

Barn door
White181033.001  

181033.002  Black

2700K 
CRI 95

3500K 3000K 

124mm

156mm

124mm

Spot D Spot N

107065.208  Black

Spot

107065.202  Black

Flood

107065.203  Black

Flood B

107065.204  Black

Flood V

107065.206  Black

Wallwash
107065.107  White
107065.207  Black

Flood H

107065.205  Black

Anti-glare slides
White181023.001  
Black

Barn door
White181024.001  

181024.002  Black

Spot N

107063.208  Black

Spot

107063.202  Black

Flood

107063.203  Black

Flood B

107063.204  Black

Flood V

107063.206  Black

Wallwash
107063.107  White
107063.207  Black

Flood H

107063.205  Black

Anti-glare slides
White181011.001 
Black

Barn door
White181022.001  

181022.002  Black

94mm

94mm

Tracron Q5
tracklights accessories

Tracron Q5 Mini
tracklights accessories

Tracron Q5 Plus
tracklights accessories

156mm

Tracron Q5 tracklights accessories Tracron Q5 product customization

Color temperature

Higher lighting efficiency

Control mode

Color

Phase-cut 
dimming

Bluetooth 
dimming

Customized color (Pantone color number) 

Customized pattern

For more product information, please visit us at akzu.com.

4000K 

5000K 

akzu.com akzu.com
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